Q.     Okay,   the  first day,   there wasn't  a piece
of  equipment  according to you,   and  the charging
unit  seemed  to be  in good condition,   is  that
correct?

A.     Yes.

Mr. Burnatti confirmed that the respondent made some
effort to timely abate the citation, but he believed it was
a "little effort."  He also confirmed that company officials
advised him that they could not move the charging unit "because
the state said that they couldn't."  He indicated that
company officials asked him to speak with the state inspector
who was there at the time the order was issued, but that he
did not do so (Tr. 62).  He also indicated that he did not
check the Kersey machine that day to see if there was anything
wrong with it (Tr. 63).

Mr. Burnatti stated that he was on the same section on
January 14, 1983, prior to the time the citation was'issued,
but since he was in the face area he "probably" did not
visit the cited battery charging station and would not have
walked past it (Tr. 65).  He confirmed that he did not
measure the amount of air going by the charging station
in the intake at the time he issued the citation, but he
agreed "there was probably a considerable amount of air"
present (Tr. 65) .

Mr. Burnatti confirmed that after issuing the citation
he discussed with Mr. Korber ways to correct the conditions,
and these included installing "a solid check up, and enclosing
it, a fly check to redirect the air current, or to move
the charging unit itself, or enlarge the pipe."  He also
suggested that the pipe in the wall be extended or .enlarged
(Tr. 66-67).  He explained how the tractors and scoops travel
to the charging station, and he confirmed that the sizes of
the vent pipes which he noted were approximate, and while
he had a ruler in his possession, he did not measure the
pipes in question (Tr. 67-71).  He explained that the four
inch pipe in the wall was about four and a half feet off the
floor, and the extended three inch pipe was hung from the
ceiling with a wire (Tr. 72).

Mr. Burnatti explained the direction of the air ventilating
the charging station, and estimated the dimensions of the
station as 16 feet deep and 20 feet wide (Tr. 74-78) .  He
stated that power for the charging unit comes from a trailing
cable from the section load center power station located
inby in the working section.  No batteries are stored in
the charging station, and all of the batteries are charged
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